
         

The Brown Tandem Gang Disc Harrow is a heavy duty all purpose 
harrow. All units standard with heavy duty welded tube frame, 

Easy-Lever gang adjustment, trunnion mounted triple-lipped sealed 
steel clad ball bearings and high strength forged 1-1/8” gang axles. 

Seven gauge notched disc blades.

Available in 
6’ - 7.5’ - 9’ widths 

20” or 22” Notched Blades

Quick Hitch Compatible
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BDH-900-2422
MODEL SHOWN

The BrownThe Brown
BDH Harrow SeriesBDH Harrow Series

Brown is the HEAVY in heavy duty



BDH-600-1620
MODEL SHOWN

EASY-LEVER 
GANG ADJUSTER

FURROW FILLER
OPTIONBLADE SCRAPER OPTION

BALK BREAKER
       OPTION

MODEL NO./DIA.
OF BLADES SPACING APPR.

WIDTH CUT WEIGHT

BDH-600-2020 20/20 7/7 6’4” 1140

BDH-600-2022 20/22 7/7    6’4” 1210

BDH-600-1820 18/20 9/7 6’4” 1125
BDH-600-1822 18/22 9/7 6’4” 1175
BDH-600-1620 16/20 9/9 6’4” 1095
BDH-600-1622 16/22 9/9 6’4” 1135
BDH-750-2420 24/20 7/7 7’6” 1260
BDH-750-2422 24/22 7/7 7’6” 1345
BDH-750-2220 22/20 9/7 7’6” 1240
BDH-750-2222 22/22 9/7 7’6” 1310
BDH-750-2020 20/20 9/9 7’6” 1215
BDH-750-2022 20/22 9/9 7’6” 1275
BDH-900-2820 28/20 7/7 9’1” 1390
BDH-900-2822 28/22 7/7 9’1” 1510
BDH-900-2620 26/20 9/7 9’1” 1410
BDH-900-2622 26/22 9/7 9’1” 1485
BDH-900-2420 24/20 9/9 9’1” 1385
BDH-900-2422 24/22 9/9 9’1” 1455

• BDH600 CAT. I/II Quick Hitch Ready
• BDH750 CAT. I/II Quick Hitch Ready
• BDH900 CAT II Quick Hitch Ready
• Sealed Ball Bearings
• 1-1/8” Axles
• 3” X 4” Gang Arms
• Easy-Lever Gang Adjuster
• All Welded Tube Frame
• Cast Iron Spacers
• Notched Disc Blades
• Heavy Rectangular Gang Arms

HEAVY DUTY QUICK HITCH FRAME
IF ITS NOT HEAVY - ITS NOT HEAVY DUTY

CHECK OUR WEIGHTS AND COMPARE
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